
Flexible
Flexibility in  
Flexible Magnetic  
Materials.

Flexible Magnetic Material is a thermoplastic permanent magnetic material with a multi magnetic 

polarization, designed to produce greater holding force on magnetically receptive surfaces. High 

intensity lines of magnetic polarity fully cover one surface of the flexible magnetic material.  

The optimum magnetic strength is on the inside of the roll. Full width 615 up to1520 mm  

polarization exhibits a tractive force depending on thickness and quality from 20 up to 100 g/cm2.

Delivering magnetic expertise.



FLEXIBLE MAGNETIC MATERIALS  |  PRODUCTLIST
ISO 9001 and ISO 14001 Certified

Natural rolls* Anisotropic natural rolls

Articlenumber	 Description/Dimensions	 Box QTY

705.002/031	 0,40 mm x 615 mm x 30 mtr.	 1

705.004/031	 0,40 mm x 1000 mm x 20 mtr.	 1

705.005/031   	 0,40 mm x 1070 mm x 20 mtr.	 1

705.016/031   	 0,40 mm x 1270 mm x 20 mtr.	 1

705.006/031	 0,50 mm x 615 mm x 15 mtr.	 1

705.008/031	 0,50 mm x 615 mm x 30 mtr.	 1

705.010/031	 0,50 mm x 1000 mm x 20 mtr.	 1

705.012/031   	 0,50 mm x 1200 mm x 20 mtr.	 1

705.021/031	 0,75 mm x 615 mm x 10 mtr.	 1

705.024/031   	 0,75mm x 615 mm x 15 mtr.	 1

705.023/031	 0,75 mm x 615 mm x 30 mtr.	 1

705.027/031	 0,80 mm x 1000 mm x 10 mtr.	 1

705.038/031	 1,00 mm x 615 mm x 15 mtr.	 1

705.039/031	 1,00 mm x 1000 mm x 10 mtr.	 1

705.052/031	 1,50 mm x 615 mm x 15 mtr.	 1

705.054/031	 1,50 mm x 1000 mm x 10 mtr.	 1

705.055/031	 2,00 mm x 1000 mm x 2 mtr.	 1

Articlenumber	 Description/Dimensions	 Box QTY

708.002/131	 0,40 mm x 615 mm x 20 mtr.	 1

708.007/131	 0,50 mm x 615 mm x 20 mtr.	 1

708.023/131	 0,75 mm x 615 mm x 20 mtr.	 1

708.025/131   	 0,75 mm x 1000 mm x 20 mtr.	 1

708.038/131	 1,00 mm x 615 mm x 15 mtr.	 1

708.039/131   	 1,00 mm x 1000 mm x 10 mtr.	 1

708.052/131	 1,50 mm x 615 mm x 10 mtr.	 1

708.054/131	 1,50 mm x 1000 mm x 10 mtr.	 1

708.056/131	 2,00 mm x 615 mm x 7 mtr.	 1

708.055/131	 2,00 mm x 1000 mm x 2 mtr.	 1

White rolls* PVC-free white rolls

Iron vinyl PP white rolls

Articlenumber	 Description/Dimensions	 Box QTY

705.168/000	 0,30 mm x 1070 mm x 30 mtr.	 1

705.169/000   	 0,30 mm x 1270 mm x 30 mtr.	 1

705.175/000   	 0,35 mm x 1520 mm x 20 mtr.	 1

705.164/000 	 0,45 mm x 1070 mm x 25 mtr. 	 1

705.165/000   	 0,45 mm x 1270 mm x 25 mtr.	 1

705.170/000	 0,50 mm x 1000 mm x 20mtr.	 1

705.173/000	 0,90 mm x 1000 mm x 10 mtr.	 1

Iron vinyl PET white rolls

Articlenumber	 Description/Dimensions	 Box QTY

705.470/000	 0,18 mm x 1050 mm x 50 mtr.	 1

705.475/000	 0,18 mm x 1270 mm x 50 mtr.	 1

705.484/000	 0,18 mm x 1280 mm x 50 mtr.	 1

705.480/000	 0,18 mm x 1370 mm x 50 mtr.	 1

705.486/000	 0,18 mm x 1520 mm x 50 mtr.	 1

Articlenumber	 Description/Dimensions	 Box QTY

705.488/000	 0,25 mm x 1070 mm x 50 mtr.	 1

705.489/000	 0,25 mm x 1270 mm x 50 mtr.	 1

705.493/000	 0,25 mm x 1524 mm x 50 mtr.	 1

Articlenumber	 Description/Dimensions	 Box QTY

701.104/000	 0,35 mm x 1000 mm x 30 mtr.	 1

701.105/000   	 0,35 mm x 1070 mm x 30 mtr.	 1

701.151/000	 0,35 mm x 1200 mm x 30 mtr.	 1 

701.108/000	 0,50 mm x 615 mm x 30 mtr.	 1

701.110/000	 0,50 mm x 1000 mm x 20 mtr.	 1

701.111/000   	 0,50 mm x 1070 mm x 20 mtr.	 1

701.102/000	 0,50 mm x 1200 mm x 20 mtr.	 1

701.113/000	 0,60 mm x 615 mm x 10 mtr.	 1

701.112/000	 0,60 mm x 615 mm x 15 mtr.	 1

701.114/000	 0,60 mm x 615 mm x 30 mtr.	 1

701.115/000	 0,60 mm x 1000 mm x 10 mtr.	 1

701.116/000	 0,60 mm x 1000 mm x 20 mtr.	 1

701.118/000   	 0,60 mm x 1270 mm x 20 mtr.	 1

701.131/000	 0,85 mm x 615 mm x 10 mtr.	 1

701.128/000	 0,85 mm x 615 mm x 15 mtr.	 1

701.129/000	 0,85 mm x 615 mm x 30 mtr.	 1

701.133/000	 0,85 mm x 1000 mm x 10 mtr.	 1

701.135/000   	 0,85 mm x 1270 mm x 10 mtr.	 1

701.141/000	 1,10 mm x 615 mm x 15 mtr.	 1

701.142/000	 1,10 mm x 1000 mm x 10 mtr.	 1

701.254/000   	 1,60 mm x 1000 mm x 10 mtr.	 1

*Upon request also available in self-adhesive *Upon request also available in gloss or whiteboard coating

Iron natural rolls

Articlenumber	 Description/Dimensions	 Box QTY

705.405/031	 0,40 mm x 1000 mm x 30 mtr.	 1

705.401/031	 0,65 mm x 610 mm x 30 mtr.	 1

Flexible Foils



MAGNETIC PROPERTIES BM705 

Maximum Energy Product: 0.5 to 0.6 MGOe  

Remanence: 1600-1900 G  

Coercivity: 1100-1500 Oe Intrinsic Coercivity: 1900-2500 Oe 

TEMPERATURE RESISTANCE BM705 

End-use temperature range: - 20°C / + 50°C 

Short term resistance: 70°C 

PHYSICAL PROPERTIES 

Flexibility: can be wrapped around a rod with a 12mm radius at 20°C without cracking.

Specific Gravity: 3.7 to 3.8 g/cm³.

Cutting: scissor cutting, knife-cutting, die-cutting, and slitting can be done with ease.

 

PVC WHITE FILM 

Bakker Magnetics understands that this PVC film can be used for outdoor applications 

but Bakker Magnetics gives no guarantee to its durability. Exposure to severe humidity, 

ultra-violet light or conditions found in tropical, subtropical or desert regions will often 

cause a rapid deterioration. 

 

BACKCOATING 

The magnetic sheeting has a UV hardened coating on the magnetic side.

 

PRINTABILITY

See printability datasheets in the downloads section at www.bakkermagnetics.com

MAGNETIC PROPERTIES BM708 

Maximum Energy Product: 1.10 to 1.30 MGOe 

Remanence: 2100-2400 G 

Coercivity: 1900-2200 Oe Intrinsic Coercivity: 2600-3100 Oe 

TEMPERATURE RESISTANCE BM708 

End-use temperature range: - 30°C / + 55°C 

Short term resistance: 65°C

PRODUCT DESCRIPTION: Flexible Magnetic Sheeting

MAGNETIC PULL	 BM705	 BM708

Thickness of Magnetic Material	 g/cm2	 g/cm2 

0.40 mm	 12	 -

0.50 mm	 29	 37

0.75 mm	 45	 70

1.00 mm	 47	 88

1.50 mm	 53	 90

2.00 mm	 59	 106

* IMPORTANT NOTICE
Published information concerning Bakker Magnetics products is based upon research and information which the Company believes to be reliable although such information does not consti-

tute a warranty. Because of the variety of uses of Bakker Magnetics products and the continuing development of new applications, the purchaser should carefully consider the suitability and 
performance of the product for each intended use, and the purchaser shall assume all risks regarding such use. The seller shall not be liable for damages in excess of the purchase price of the 

product nor for incidental or consequential damages. All specifications are subject to change without prior notice. Bakker Magnetics 2023.
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