
Strips
Endless possibilities 
with Magnetic Strips.

Magnetic Strips,  available in flat strips and custom extrusions are used in many  

applications. It can be laminated with a variety of coatings, such as a strong acrylic adhesive for  

excellent outdoor weather ability. In the rare cases that our extensive range standard adhesives  

does not meet expectations, Bakker Magnetics can provide for a customized adhesive. 

Delivering magnetic expertise.



1-side self-adhesive  magnetic strips Natural magnetic strips

Articlenumber	 Description/Dimensions	 Box QTY

200.041	 0,75 mm x 12,5 mm x 30 mtr.	 20

200.042	 0,75 mm x 19,0 mm x 30 mtr.	 10

200.043	 0,75 mm x 25,0 mm x 30 mtr.	 10

200.044/00	 1,50 mm x 12,7 mm x 30 mtr.	 8

200.045/00	 1,50 mm x 19,0 mm x 30 mtr.	 5

200.046/10	 1,50 mm x 25,4 mm x 30 mtr.	 4

200.047/00	 2,00 mm x 20,0 mm x 50 mtr.	 3

200.091	 3,00 mm x 9,00 mm x 50 mtr.	 5

FLEXIBLE MAGNETIC STRIPS  |  PRODUCTLIST
ISO 9001 and ISO 14001 Certified

Articlenumber	 Description/Dimensions	 Box QTY

200.031	 0,75 mm x 12,5 mm x 30 mtr.	 20

200.032	 0,75 mm x 19,0 mm x 30 mtr.	 10

200.033	 0,75 mm x 25,0 mm x 30 mtr.	 10

200.030/00	 1,00 mm x 10,0 mm x 10 mtr.	 6

200.034/00	 1,50 mm x 12,7 mm x 30 mtr.	 8

200.035/00	 1,50 mm x 19,0 mm  x 30 mtr.	 5

200.036/00	 1,50 mm x 25,4 mm x 30 mtr.	 4

200.101 	 2,50 mm x 12,5 mm x 30 mtr. 	 8

	 foam adhesive

Magnetic strip anisotropic (2-sides magnetic)

Articlenumber	 Description/Dimensions	 Box QTY

200.081	 3,00 mm x 8,50 mm x 50 mtr.	 5

200.082	 4,00 mm x 12,0 mm x 50 mtr.	 4

200.083	 6,00 mm x 9,00 mm x 50 mtr.	 3

Strips

1-side self-adhesive

FLEXIBLE MAGNETIC STRIPS  FOR POP-UP DISPLAYS

Articlenumber	 Description/Dimensions	 Magnetisation	 Adhesive	 Box QTY 

200.034/00	 1,50 mm  x 12,7 mm x 30 mtr.	 S/N/S/N/S	 rubber-based	 8

200.034/15	 1,50 mm  x 12,7 mm x 30 mtr.	 N/S/N/S/N	 rubber-based	 8

200.034/04	 1,50 mm  x 12,7 mm x 30 mtr.	 N/S/N		  rubber-based	 8

200.034/08	 1,50 mm  x 12,7 mm x 30 mtr.	 S/N/S		  rubber-based	 8

200.034/16	 1,50 mm  x 12,7 mm x 30 mtr.	 N/S/N/S/N	 acrylic-based	 8

200.034/17	 1,50 mm  x 12,7 mm x 30 mtr.	 S/N/S/N/S	 acrylic-based	 8

200.034/21	 1,50 mm  x 12,7 mm x 30 mtr.	 S/N/S/N		  rubber-based	 8

200.036/00	 1,50 mm  x 25,4 mm x 30 mtr.	 N/S/N/S/N/S/N/S/N	 rubber-based	 4

200.036/10	 1,50 mm  x 25,4 mm x 30 mtr.	 N/S/N/S/N/S/N/S/N	 acrylic-based	 4

200.036/27	 1,50 mm  x 25,4 mm x 30 mtr.	 S/N/S/N/S/N/S/N/S	 acrylic-based	 4 



 
PRODUCT DESCRIPTION 
High intensity lines of magnetic polarity fully cover one 
surface of the flexible magnetic material. The optimum 
magnetic strength is on the inside of the roll. Full width 
615 up to1000 mm polarisation exhibits a tractive force 
depending on thickness and quality from 20 up to  
100 g/cm2.

PHYSICAL PROPERTIES
• 	Stability: excellent troughout –15°C to 55°C, 	
	 short–term resistance: 70°C.
• 	Weather resistance: excellent.
•  Flexibility: bending without cracking around a 
	 25,4 mm diameter rod at 20°C (sheets up to 1,5 mm 
	 thickness).
• 	Machinability: suitable for punching, die cutting, 
	 knife cutting with any kind of paper-cutting machine, 
	 shears or knives.
• 	Density: 3,7 – 3,8 g/cm3.

AVAILABLE COATINGS / ADHESIVES
•	 Standard matte white welded
•	 Premium high-gloss white welded
•	 Standard colours (laminated): red, blue, green, 
	 yellow, black
•	 Pressure sensitive adhesive backings in a wide range

CALENDERING 
Can be machined, cut, die cut, welded and laminated to 
customer wishes.

APPLICATIONS
Sales promotions, die cut letters and numbers, educatio-
nal toys, display boards, decoration panels, nameplates, 
signage, advertising specialties, games, etc. 
Extrusions.

PRODUCT DESCRIPTION
Custom designed extrusion and custom cut parts to fit 
your specifications. Standard and high energy strip is 
available. Pattern fit for your application, magnetised or 
not magnetised. 

EXTRUDING
Can be cut and laminated to customer wishes.

PATTERNS OF MAGNETISATION
•	 Magnetised Axially
•	 Magnetised Multipole on one side : 2 / 3 / 5 and 9 poles 
are available in pole / counterpole combinations

Higher energy  values available upon request 

Density: 3.65 - 3.89 g/cm3

APPLICATIONS
Pop-up displays, profiles for shower and refrigerator 
doors, poster displays, secondary glazing, visual planning, 
magnetic knife racks, shelf labelling, etc.

CALENDERED SHEETING / STRIP

* IMPORTANT NOTICE
Published information concerning Bakker Magnetics products is based upon research and information which the Company believes to be reliable although such information does not consti-

tute a warranty. Because of the variety of uses of Bakker Magnetics products and the continuing development of new applications, the purchaser should carefully consider the suitability and 
performance of the product for each intended use, and the purchaser shall assume all risks regarding such use. The seller shall not be liable for damages in excess of the purchase price of the 

product nor for incidental or consequential damages. All specifications are subject to change without prior notice. Bakker Magnetics 2023.
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