
Pot
Potential possibilities 
with Pot Magnets.

Permanent pot magnets. Powerful magnets with a focused magnetic field. Pot magnets  

are often used as tools for various activities in workshops and in industry. Pot magnets  

daily render invaluable manual and clamping services in fixing metallic pieces of work for 

processes such as cutting, milling and drilling.  An important property of pot magnets is the fact 

that the magnetic field is restricted to the pole surface - the other sides demonstrate no magnetic 

effects. This does protect the immediate environment from unwanted magnetic influences. 

Delivering magnetic expertise.



Ceramic magnet system

PERMANENT POT MAGNETS  |  PRODUCTLIST
ISO 9001 and ISO 14001 Certified

				    Box
Articlenumber	 Description/Dimensions		  Tractforce N	 QTY

31.001	 Pot magnet flat Dia. 10 mm x 4,5 mm	 4	 300

31.002	 Pot magnet flat Dia. 13 mm x 4,5 mm	 10	 350

31.003	 Pot magnet flat Dia. 16 mm x 4,5mm	 18	 300

31.004	 Pot magnet flat Dia. 20 mm x 6,0 mm	 30	 350

31.005	 Pot magnet flat Dia. 25 mm x 7,0 mm	 40	 150

31.006	 Pot magnet flat Dia. 32 mm x 7,0 mm	 80	 100

31.007	 Pot magnet flat Dia. 36 mm x 7,7 mm	 100	 100

31.008	 Pot magnet flat Dia. 40 mm x 8,0 mm	 125	 100

Construction: flat casing: zinc coating - Operating temp: max 80 °C

Ceramic magnet system

Ceramic magnet system

				    Box
Articlenumber	 Description/Dimensions	 L	 Tractforce N	 QTY

31.200	 Pot magnet Dia. 10 mm x 4,5 mm + m3 thread stud	 11,5	 4	 300

31.201	 Pot magnet Dia. 13 mm x 4,5 mm + m3 thread stud	 11,5	 10	 150

31.202	 Pot magnet Dia. 16 mm x 4,5 mm + m3 thread stud	 11,5	 18	 100

31.203	 Pot magnet Dia. 20 mm x 6,0 mm + m3 thread stud	 13,0	 30	 200

31.204	 Pot magnet Dia. 25 mm x 7,0 mm + m4 thread stud	 15,0	 40	 100

31.205	 Pot magnet Dia. 32 mm x 7,0 mm + m4 thread stud	 15,0	 80	 100 

31.206	 Pot magnet Dia. 47 mm x 9,0 mm + m6 thread stud	 17,0	 180	 50 

31.207	 Pot magnet Dia. 57 mm x 10,5 mm + m6 thread stud	 15,5	 280	 25

31.208	 Pot magnet Dia. 63 mm x 14,0 mm + m6 thread stud	 29,0	 350	 25

Construction: flat, with externally threaded stud- Casing: zinc coating - Operating temp: max 80 °C

				    Box
Articlenumber	 Description/Dimensions		  Tractforce N	 QTY

31.220	 Pot magnet Dia. 16 mm x 4,5 mm + cs-hole - Dia. 3,5 mm	 14	 300 

31.221	 Pot magnet Dia. 20 mm x 6,0 mm + cs-hole - Dia. 4,5 mm	 27	 350

31.222	 Pot magnet Dia. 25 mm x 7,0 mm + cs-hole - Dia. 5,5 mm	 36	 150

31.223	 Pot magnet Dia. 32 mm x 7,0 mm + cs-hole - Dia. 5,5 mm	 72	 100

31.224	 Pot magnet Dia. 40 mm x 8,0 mm + cs-hole - Dia. 5,5 mm	 90	 100

Construction: flat, with countersunk hole - Casing: zinc coating - Operating temp: max 80 °C

Ceramic magnet system

				    Box
Articlenumber	 Description/Dimensions		  Tractforce N	 QTY

31.240	 Pot magnet flat Dia. 50 mm x 10,0 mm + M6 hole	 170	 50

31.241	 Pot magnet flat Dia.  63 mm x 14,0 mm + M8 hole	 350	 25

31.242	 Pot magnet flat Dia.  80 mm x 18,0 mm + M8 hole	 550	 10

31.243	 Pot magnet flat Dia.  80 mm x 18,0 mm + M10 hole	 550	 10

Construction: flat, with threaded through hole - Casing: zinc coating - Operating temp: max 80 °C

Ceramic magnet system

				    Box
Articlenumber	 Description/Dimensions	 L	 Tractforce N	 QTY

31.021	 Pot magnet Dia. 10 mm x 4,5 mm + M3 thread bush	 11	 4	 250

31.022	 Pot magnet Dia. 13 mm x 4,5 mm + M3 thread bush	 11,5	 10	 150

31.023	 Pot magnet Dia. 16 mm x 4,5 mm + M3 thread bush	 11,5	 18	 150

31.024	 Pot magnet Dia. 20 mm x 6,0 mm + M3 thread bush	 13	 30	 300

31.025	 Pot magnet Dia. 25 mm x 7,0 mm + M4 thread bush	 15,5	 40	 100

31.026	 Pot magnet Dia. 32 mm x 7,0 mm + M4 Tthread bush	 16	 80	 100

31.027	 Pot magnet Dia. 36 mm x 7,7 mm + M4 thread bush	 16	 100	 100

31.028	 Pot magnet Dia. 40 mm x 8,0 mm + M5 thread bush	 18	 125	 100

31.029	 Pot magnet Dia. 47 mm x 9,0 mm + M4 thread bush	 17,5	 180	 50

31.030	 Pot magnet Dia. 50 mm x 10,0 mm + M6 thread bush	 22	 220	 50

31.031	 Pot magnet Dia. 57 mm x 10,5 mm + M4 thread bush	 19	 280	 25

31.032	 Pot magnet Dia. 63 mm x 14,0 mm + M8 thread bush	 30	 350	 25

31.033	 Pot magnet Dia. 80 mm x 18,0 mm + M10 thread bush	 34	 600	 10

31.034	 Pot magnet Dia. 90 mm x 13,0 mm + M10 thread bush	 -	 400	 10

31.035	 Pot magnet Dia. 100 mm x 22,0 mm + M12 thread bush	 43	 900	 5

Construction: flat, with threaded bush - Casing: zinc coating -  Operating temp: max 80 °CPot Magnets



Neodymium magnet system

PERMANENT POT MAGNETS  |  PRODUCTLIST
ISO 9001 and ISO 14001 Certified

					     Box
Article	 Description/Dimensions		  Tractforce N	 QTY

33.201	 Pot magnet Dia. 6 mm x 4,5 mm		  5		  350 

33.202	 Pot magnet Dia. 8 mm x 4,5 mm		  13		  100

33.203	 Pot magnet Dia. 10 mm x 4,5 mm		  25		  350

33.204	 Pot magnet Dia. 13 mm x 4,5 mm		  60		  270

33.205	 Pot magnet Dia. 16 mm x 4,5 mm		  95		  100

33.206	 Pot magnet Dia. 20 mm x 6,0 mm		  140		  100

33.207	 Pot magnet Dia. 25 mm x 7,0 mm		  200		  50

33.208	 Pot magnet Dia. 32 mm x 7,0 mm		  350		  30

Construction: flat
Casing: zinc coating
Operating temp: max 90 °C 

Neodymium magnet system

Neodymium magnet system

						     Box
Article	 Description/Dimensions	 L	 Tractforce N	 QTY

 33.300	 Pot magnet Dia. 10 mm x 4,5 mm + M3 thread stud	 11,5	 25	 250

 33.301	 Pot magnet Dia. 13 mm x 4,5 mm + M5 thread stud	 12,5	 60	 150

 33.302	 Pot magnet Dia. 16 mm x 4,5 mm + M6 thread stud	 12,5	 95	 150

 33.303	 Pot magnet Dia. 20 mm x 6,0 mm + M6 thread stud	 16,0	 140	 100

 33.304	 Pot magnet Dia. 25 mm x 7,0 mm + M6 thread stud	 17,0	 200	 50

 33.305	 Pot magnet Dia. 32 mm x 7,0 mm + M6 thread stud	 17,0	 350	 50

Construction: flat, with treaded stud
Casing: zinc coating
Operating temp: max 90 °C

					     Box
Article	 Description/Dimensions		  Tractforce N	 QTY

 33.220	 Pot magnet Dia. 16 mm x 4,5 mm + cs-hole - Dia. 3,5 mm	 75	 150

 33.221	 Pot magnet Dia. 20 mm x 6,0 mm + cs-hole - Dia. 4,5 mm	 105	 100

 33.222	 Pot magnet Dia. 25 mm x 7,0 mm + cs-hole - Dia. 5,5 mm	 160	 50

 33.223	 Pot magnet Dia. 32 mm x 7,0 mm + cs-hole - Dia. 5,5 mm	 310	 50 

33.224	 Pot magnet Dia. 40 mm x 8,0 mm + cs-hole - Dia. 5,5 mm	 500	 30

 
Construction: flat, with countersunk hole
Casing: zinc coating
Operating temp: max 90 °C 

Neodymium magnet system

				    Box
Article	 Description/Dimensions		  Tractforce N	 QTY

 33.238	 Pot magnet flat Dia. 32 mm x 7,0 mm + M5 hole	 330	 50

 33.239	 Pot magnet flat Dia. 40 mm x 8,0 mm + M5 hole	 500	 30

 33.241	 Pot magnet flat Dia. 63 mm x 14,0 mm + M10 hole	 1100	 10

 33.243	 Pot magnet flat Dia. 80 mm x 18,0 mm + M10 hole	 1750	 5
 
Construction: flat, with threaded through hole
Casing: zinc coating
Operating temp: max 90 °C 

Neodymium magnet system

				    Box
Article	 Description/Dimensions	 L	 Tractforce N	 QTY

33.121	 Pot magnet Dia. 6 mm x 4,5 mm + M3 thread bush	 11,5	 5	 200

33.122	 Pot magnet Dia. 8 mm x 4,5 mm + M3 thread bush	 11,5	 13	 300

33.123	 Pot magnet Dia. 10 mm x 4,5 mm + M3 thread bush	 11,5	 25	 100

33.124	 Pot magnet Dia. 13 mm x 4,5 mm + M3 thread bush	 11,5	 60	 100

33.125	 Pot magnet Dia. 16 mm x 4,5 mm + M4 thread bush	 11,5	 95	 120

33.126	 Pot magnet Dia. 20 mm x 6,0 mm + M4 thread bush	 13,0	 140	 100

33.127	 Pot magnet Dia. 25 mm x 7,0 mm + M4 thread bush	 14,0	 200	 100

33.128	 Pot magnet Dia. 32 mm x 7,0 mm + M5 thread bush	 15,5	 350	 50

 
Construction: flat, with treaded bush
Casing: zinc coating 
Operating temp: max 90 °CPot Magnets



PERMANENT POT MAGNETS  |  PRODUCTLIST
ISO 9001 and ISO 14001 Certified

			   Box
Articlenumber	 Description/Dimensions	 Tractforce N	 QTY

32.001	 NdFeB pot magnet Dia. 6 mm x 20,0 mm	 10	 150

32.002	 NdFeB pot magnet Dia. 8 mm x 20,0 mm	 25	 100

32.003	 NdFeB pot magnet Dia. 10 mm x 20,0 mm	 45	 100

32.004	 NdFeB pot magnet Dia. 13 mm x 20,0 mm	 70	 75

32.005	 NdFeB pot magnet Dia. 16 mm x 20,0 mm	 150	 40

32.006	 NdFeB pot magnet Dia. 20 mm x 20,0 mm	 280	 25

Neodymium magnet system rubber covered

			   Box
Articlenumber	 Description/Dimensions	 Tractforce N	 QTY

300.190	 Neodymium pot magnet Dia. 31 mm + M5 thread hole	 89	 100

300.191	 Neodymium pot magnet Dia. 43 mm + M4 thread hole	 100	 75

300.192	 Neodymium pot magnet Dia. 66 mm + M6 thread hole	 250	 50

300.193	 Neodymium pot magnet Dia. 88 mm + M6 thread hole	 550	 10

300.290	 Neodymium pot magnet Dia. 31 mm + M4 thread bush	 89	 100

300.291	 Neodymium pot magnet Dia. 43 mm + M4 thread bush	 100	 75

300.292	 Neodymium pot magnet Dia. 66 mm + M5 thread bush	 250	 50

300.293	 Neodymium pot magnet Dia. 88 mm + M8 thread bush	 550	 10

300.391	 Neodymium pot magnet Dia. 43 mm + M4 × 6 thread stud	 100	 75

300.392	 Neodymium pot magnet Dia. 66 mm + M8 × 15 thread stud	 250	 50

300.393	 Neodymium pot magnet Dia. 88 mm + M8 × 15 thread stud	 550	 10

300.394	 Neodymium pot magnet with handgrip Dia. 43 × 6 + handgrip	 100	 75

 
Santoprene covered

Neodymium magnet system

Pot Magnets



* IMPORTANT NOTICE
Published information concerning Bakker Magnetics products is based upon research and information which the Company believes to be reliable although such information does not consti-

tute a warranty. Because of the variety of uses of Bakker Magnetics products and the continuing development of new applications, the purchaser should carefully consider the suitability and 
performance of the product for each intended use, and the purchaser shall assume all risks regarding such use. The seller shall not be liable for damages in excess of the purchase price of the 

product nor for incidental or consequential damages. All specifications are subject to change without prior notice. Bakker Magnetics 2023.

Bakker Magnetics BV  |   Sciencepark Eindhoven  |  +31 (0)40 - 2 678 678 | +31 (0)40 - 2 678 830 
fmp@bakkermagnetics.com  |  www.bakkermagnetics.com/fmp


