Fasy to handle lifting /
capacity ;vith BAXX

nets.

BAXX Lifting Magnets. Permanent lifting magnets operate without additional energy being
supplied and are therefore very energy friendly. In addition, power failures do not influence their
operation so they can be used safely anywhere. For loads with a greater weight, multiple lifting
magnets can be used. For spherical and round materials, there are BM lifting magnets available with
prism-shaped pole surfaces. The operation is extremely simple: place the lifting magnet on the mate-
rial to be lifted and turn the handle. BM permanent lifting magnets are almost maintenance free.
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Delivering magnetic expertise.




BAXX THE POWERLIFTER | PRODUCTLIST

ISO 9001 and ISO 14001 Certified

Powerful permanent lifting magnets

Type Art.no Lifting capacity (kg nominal) Box QTY
BAXX 125 50.650 125 1
BAXX 250 50.651 250 1
BAXX 500 50.652 500 1
BAXX 1000 50.653 1000 1
BAXX 2000 50.654 2000 1

List of replacement parts and part numbers

Lifting eye Axle and handle Locking assembly Grip Box QTY
BAXX 125 50.650/90 50.650/91 50.650/92 50.650/94 1
BAXX 250 50.650/90 50.651/91 50.650/92 50.653/94 1
BAXX 500 50.652/90 50.652/91 50.650/92 50.653/94 1
BAXX 1000 50.652/90 50.653/91 50.650/92 50.653/94 1

BAXX 2000 50.654/90 50.654/91 50.654/92 50.654/94 1




*IMPORTANT NOTICE
Published information concerning Bakker Magnetics products is based upon research and information which the Company believes to be reliable although such information does not consti-
tute a warranty. Because of the variety of uses of Bakker Magnetics products and the continuing development of new applications, the purchaser should carefully consider the suitability and
performance of the product for each intended use, and the purchaser shall assume all risks regarding such use. The seller shall not be liable for damages in excess of the purchase price of the
product nor for incidental or consequential damages. All specifications are subject to change without prior notice. Bakker Magnetics 2023.



